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Products

Â Full line of Permethrin based adulticides

ÂReady to Use

ÂConcentrates

ÂAqueous solution

ÂBTI larvicide by Valent

ÂTeknar liquid

ÂTeknar granules

ÂAll the Altosid products



Barrier Products & Equipment

ÂAll third and forth generation synthetic 
pyrethroids for residual control of adults

ÂEquipment 

ÂBackpack pack mister blower

ÂCurtis Dynafog 2D

ÂThe mighty Buffalo Turbine



Curtis Dynafog

Maxipro 2D: Awesome



Articulating Robotic Spray Head

Â Twin Mutimist nozzles

Â 20 hole ñHot Plateò for optimum 
barrier spray

Â 3 hole ñstandardò plate ideal for 
ULV

Â 180 degree horizontal rotation

Â Ideal for wind changes during ULV 
applications 

Â Maximizes coverage for barrier sprays

Â 100 degree vertical range
Â Achieve loft over structures/fences

Â Evenly spread product from ground 
level to the canopy



The LondonFlow: GPS
FOR MODELS USING AN FMI PUMP



COMPONENTS 1 OF 3
CAB CONTROL:

ÅTHE SAME CAB CONTROL USED WITH THE 
CURRENT MODEL 18-20.

ÅCHEMICAL WILL BE SPRAYED BETWEEN 
SPEEDS OF 3-23 MPH IN GPS MODE.

ÅLIGHT WILL ALERT OPERATORS OF GPS 
STATUS OR SYSTEM PROBLEMS

YELLOW DECAL 
PLACED ON TOP

FOR EASY 
UNDERSTANDIN

G OF LIGHT 
PATTERNS 



COMPONENTS 2 OF 3
FMI PUMP WITH LONDONFLOW: GPS SYSTEM 

GP S SELECTOR SWITCH:

ü ALLOWS OPERATOR TO CHOOSE FIXED FLOW  
OR VARIABLE FLOW.

ü GPS MODE: VARIES FLOW RATE BASED ON 
VEHICLE SPEED.

ü FIXED FLOW MODE:  SAME AS ANY FIXED 
FLOW MACHINE.

ELECTRICAL CONNECTIONS:

ü SIMPLE INSTALLATION AND OPERATION

ü SMALL PLUG: FOR THE GARMIN GPS                           
ANTENNA (NEEDS TO BE CONNECTED BY 
CUSTOMER)

ü LARGE PLUG: FOR THE ELECTRICAL HARNESS 
(PRE-ASSEMBLED AND CONNECTED)

ü POWER SUPPLY FOR PUMP 



COMPONENTS 2.5 OF 3
PC BOARD

INSIDE VIEW
Â SOFTWARE EMBEDDED ON 

CHIP.

Â SOFTWARE NOT 
PROGRAMMABLE OR 
ADJUSTABLE.

Â SPEEDS AVAILABLE FROM 
3 TO 23 MPH.

Â FROM 20 TO 23 MPH: 
OUTPUT WILL SPRAY AT 
TOP FLOW RATE.



COMPONENTS 3 OF 3
GARMIN ANTENNA:

ÅGARMIN ANTENNA USES 6 
DIFFERENT SATELLITES TO 
TRIANGULATE AND OBTAIN 
VEHICLE SPEED.

ÅEASILY INSTALLED BY 
OPERATOR (OUTLINED IN 
MANUAL)

ÅMAGNETIC BASE FOR 
SIMPLE MOUNTING

ÅWATERTIGHT UP TO 30 
SECONDS SUBMERGED IN 
WATER



ASSEMBLED HOOT NOZZLE:
TEFLON COATED AND NON -COATED



HOOT NOZZLE: 
TESTED MORE EFFICIENT THAN OTHER COMPETITORS

TO SEE THE RESULTS OF THAT TEST VISIT THE BELOW LINK

http://www.afpmb.org/pubs/equipment/equipmentdesk.htm

ARMED FORCES PEST MANAGEMENT BOARD:

http://www.afpmb.org/pubs/equipment/equipmentdesk.htm



